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AMENDMENTS TO TUB CLAIMS 

The listing of claims will replace all prior versions, and listings, of claims in the 
application: 
Listing of Claims: 

1. (Currently Amended) In a home entertainment system including a central device 
coupled to a plurality of electronics devices, wherein the plurality of electronics devices includes 
a display device and a dcscrambler, and wherein the central device manages the operation of the 
plurality of electronics devices, a method for tuning channels tliat arc requested by a user for 
display on the display device, the method comprising the steps for: 

receiving user input at the central device, wherein the user input selects a channel 
that corresponds to a signal carrying programming, and wherein the signal is received by 
tho entertainment system; 

using electronic programming guide data stored at the central device to aHow 
Ux& cei^rt^-tbviee -to-aute mationHy determine whether the signal is scrambled or non- 
scrqinbled, wherein both the scrambled and the non-scrambled signals have to be tuned 
before being displayed; 

if the signal is determined from the electronic programming guide data to be 
scrambled, performing the steps for: 

routing the scrambled signal from the central device to the descrambler; 

and 

using the descrambler to dcscramble and tunc to one or more channels of 
the scrambled signal for display on the display device; and 
if the signal is determined from the electronic programming guide to he non- 
scrambled, performing the step for; 

using an internal tuner that is located at the cenlral device to tune to one or 
more channels of the non-scrambled signal for display on the display device, and 
such that the non-scrambled signal.can be displayed. 

! 
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2. (Original) A method as recited in claim 1, furlher comprising, after descrambling 
and tuning the scrambled signal at the descramblcr, performing the slep for sending the 
tlcscramblcd and tuned signal from the dcscrambler to the central device. 



3. (Original) A method as recited in claim 2, wherein the dcscrambler is a cable box. 



4- (Original) A method as recited in claim 1, wherein the user input is sent lo the 
entertainment system by a remote control device. 



5. (Currently Amended) A computer program product for implementing in an 
entertainment system that includes a central device coupled to a plurality of electronics devices, 
wherein the central device manages the operation of the electronics devices, a computer program 
product for implementing a method for tuning signals carrying programming that correspond lo 
channels selected by a user, the computer program product comprising: 

a computer-readable medium carrying computer executable instructions for 
performing the method, wherein the method comprises steps for: 

using 0H3 electronic programming guide data stored at the central device to v 
allow ~ the-^ enlml dovi ee- to— a utomatically determine whether the signal is Q. 
scrambled or non-scrambled, wherein both the scrambled and the non-scrambled ^ 
signals have to he tuned before being displayed; yj 

if the signal is determined from the electronic programming guide data to 
be scrambled, performing the steps for: ^ 
routing the scrambled signal from the central device to the ^ 
dcscrambler; and 

using the descrambler lo descramblc and tune to one or more ^ 
channels of the scrambled signal for display on the display device; and LU 
if die signal is determined from the electronic programming guide to be 
non-scrambled, performing the step for: 

using an internal tuner that is located at the central device to tune 
to one or more channels of the non-scrambled signal for display on the 
display device, and such that the non-scrambled signal can be displayed, 
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6. (Original) A Computer program product as recited in claim 5, wherein the first 
Signal is dcscromblcd and tuned at the desemmblmg device. 

7. (Original) A computer program product as recited in claim 6, wherein upoiV 
dcKcriunbling and tuning the first signal at the dcscrambling device, sending the descrambled 
first signal to the central device. 



8. (Previously Presented) A tuning system for use in an entertainment system that 
includes a plana lily of consumer electronics devices coupled to a central device > wherein the 
central device manages the operation of the consumer electronics devices, and wherein all 
signals received by thy entertainment system pass through the central device, the tuning system 
Comprising: 

a first tuner that is located at the central device, wherein the first tuner tunes 
signals to one or more channels carrying programming that is non-scrambled, wherein the 
non-scrambled signal must bo timed prior to being displayed; 

a second tuner at a dcscrambling device, wherein the descrambling device is one 
of the plurality of consumer electronics devices coupled to the central device, wherein the 
central device roulcs the scrambled signal to the descrambling device, and wherein the 



CL 



second tuner tunes signals to one or more channels carrying programming that is O 

scrambled; and ^ 

UJ 

an electronic programming guide stored at the central device, wherein the «J 

CD 

electronic programming guide includes data specifying whether a signal carrying «< 
programming is scrambled or non-scrambled and wherein the tuning system uses the ^ 
electronic programming guide to determine whether the signal carrying programming is ^ 
scrambled or non-scrambled, j_ 

CO 
LU 
CD 

0, (Original) A timing system as recited in claim 8, further comprising means for 
selecting a channel, wherein the channel corresponds to a signal carrying programming. 
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10. (Original) A tuning system as recital in claim 9, wherein the means for selecting 
a channel includes a remote control device. 

IK (Previously Presented) A tuning system as recited in claim 9, wherein when the 
electronic programming guide data specify that a selected channel corresponds lo a scrambled 
signal carrying programming, moans for routing the scrambled signal to the dcscrambling device.' 

12. (Original) A liming system us recited in claim 11, wherein the scrambled signal is 
descramblcd by the dcscrambling device and tuned by the second tuner. 

13. (Original) A tuning system as recited in claim 12, wherein the dcscrambling 
device includes a cable box. 

i ■ 14. (Original) A tuning system as recited in claim 12, further comprising means for 

routing (he descramblcd and tuned signal from the descrambler to die central device. 

15. (Previously Presented) A method as recited in claim 1, wherein receiving the 
signal by the entertainment system comprises receiving the signal at a single input of the central 
device, such that whether the signal is detennined to be scrambled or non-scrambled, the signal 
is received at the single input of the central device, 

16. (Previously Presented) A method as recited in claim 5, wherein receiving the 
signal by the entertainment system comprises receiving the signal at a single input of the central 
device, such that whether the signal is detennined to be scrambled or non-scrambled, the signal 
is received at the single input of the central device. 

17. (Previously Presented) A tuning system as recited in claim 8, further including an 
input over which both the scrambled and non-scrambled signals are received. 
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18. (Previously Presented) A method as recited in claim 1, wherein the routing is 
automatically performed upon determining from the electronic programming guide data that the 

. signal is scrambled, and wherein the signal is automatically tuned by the internal tuner upon 
determining with the electronic programming guide that the signal is non-scrambled. 

19. (Previously Presented) A computer program product as recited in claim 5, 
wherein the routing is automatically performed upon determining from the electronic 
programming guide data that the signal is scrambled, and wherein the signal is automatically 
limed by the internal inner upon determining with the electronic programming guide that the 

« signal is non-scrambled. 

20. (Cancelled). 
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